DAYTON NATIONAL CEMETERY

EXPANSION AND IMPROVEMENTS

05-10


SECTION 04 73 00

COLUMBARIUM Niche covers- gRANITE

SPEC WRITER NOTES:

1.
Use this section only for NCA projects.

2.
Delete between // ‑‑‑ // if not applicable to project. Also delete any other item or paragraph not applicable in the section and renumber the paragraphs.

PART 1 - GENERAL

1.1 GENERAL PROVISIONS


Attention is directed to the CONTRACT AND GENERAL CONDITIONS and all Sections within DIVISION 1 – GENERAL REQUIREMENTS, which are hereby made part of this Section of the Specifications.

SPEC WRITER NOTES:  Modify or delete the items of work indicated in the following paragraph to reflect the project specific Niche Covers. 

1.2 DESCRIPTION

A.
Work Included:  Provide labor and materials necessary to complete the work of this Section, including but not limited to the following: 

1.
The //Department of Veterans Affairs (VA), National Cemetery Administration (NCA)//Contractor// shall furnish headstones and markers for the graves. Memorial headstones and markers are also furnished to memorialize veterans whose remains are non-recoverable.  This specification provides for blank columbarium niche covers made from gray granite.

SPEC WRITER NOTES: Determine the percentage number of the spare niche covers to be provided following discussion with the Project Manager.  Range is between 5% and 25%.

2.
This work includes all labor and materials to furnish the maximum quantity of niche covers indicated on the drawings one per constructed precast niche opening, plus a quantity of spare niche covers meeting all of the acceptance criteria, in the quantity of //xx//% of the total identified.  The total delivered to the site, of acceptable covers shall be a minimum of 1//xx//% of the maximum total of niche units installed for this project.  Approximately //insert number of actual niche covers with spares rounded to the next highest round number//accepted gray granite columbarium niche covers (follow the count method above) shall be delivered to the //insert name of the cemetery//as part of the work provided by the Contractor.

1.3 DELIVERY


Contractor shall deliver the niche covers //within thirty (30) calendar days//modify as required// upon receipt of notification from the NCA Contracting Officer for contract award.  Deliver niche covers, F.O.B. to:

//Name of Cemetery//

//Street Address//

//City, State and Zip Code//

//Telephone Num.//

1.4 RELATED WORK

A.
The following items are not included in this Section and will be performed under the designated Sections:

1.
Section 03 48 24: PRECAST CONCRETE COLUMBARIUM UNITS (SEE NICHE COVER ATTACHMENT HARDWARE AND INSTALLATION)
1.5 SUBMITTALS

A.
Submit the following in accordance with Section 01 33 23, SHOP DRAWINGS, PRODUCT DATA, AND SAMPLES: 

1.
Submit at contractor expense, one blank gray granite niche cover sample 15 ¾  inches X 11 ¼ inches X 3/4 inch) representative of the stone to be used//, the finish to be attained, the placement and diameter of the holes to be drilled and testing results.  The sample and testing results shall be submitted. The sample shall be marked clearly on the back with indelible marker, showing contractor name, project number, quarry source of stone and name of stone.  The testing results shall be submitted with this sample.  Any sample which arrives damaged will not be acceptable. 

2.
This sample will be the basis for comparison of all blank niche covers furnished under this contract. 

1.6 REFERENCE STANDARDS

A.
The publications listed below form a part of this specification and the work shall comply with pertinent standards of the latest editions as specified below or by industry standards unless designated otherwise herein. 

1.
Munsell Neutral Value Scale, Matte (31 - step scale)


617 Little Britain Road, New Windsor, NY 12553 – 6148

2.
American Society for Testing Materials (ASTM) Standards:

C97/C97M-09
Test Methods for Absorption and Bulk Specific Gravity of Dimension Stone

C99/C99M-09
Standard Test Method for Modulus of Rupture of Dimension Stone

C119-08
Standard Terminology Relating to Dimension Stone

C170/C170M-09
Standard Test Method for Compressive Strength of Dimension Stone 

C241/C241M]-09
Standard Test Method for Abrasion Resistance of Stone Subjected to Foot Traffic

C880/C880M-09
Standard Test Method for Flexural Strength of Dimension Stone

3.
Specifications for Architectural Granite


National Building Granite Quarries Association


P.O. Box 482, Barre, VT 05641
4.
Drawings, Department of Veterans Affairs, National Cemetery Administration
A-BNC-1 – Blank Niche Cover Layout (Marble/Granite)

1.7 QUALITY ASSURANCE

A.
Granite Testing:

1.
Stone supplied under this contract shall conform to the following specifications and physical requirements.  Stone shall be tested, for the tests listed below, by an approved testing laboratory and test results shall be submitted to the Memorial Programs Service, Program Support Unit for approval prior to the production of the sample niche covers.  Testing is required only once and should be from a representative sample of the quarry.

2.
Absorption

   Granite absorption shall be 0.40 percent maximum, by weight when tested for a 48 hour period as specified by ASTM C97.

3.
Density

   Granite shall have a density of 2,563-kg/m3 (160-lbs/ft3) minimum,

   as specified by ASTM C97.

4.
Compressive Strength

Granite shall have a compressive strength of 9.1-kg/mm2 (13,000-psi) minimum, when 

tested as specified by ASTM C170.

5.
Abrasion Resistance, Hardness


Granite shall have an abrasive hardness value Ha of 25.0 minimum,

   when tested as specified by ASTM C241.

6.
Flexural Strength


Granite shall have a flexural strength of 8.27 MPa (1,200-psi)

   minimum when tested as specified in ASTM C880.

NOTE:  Testing results are not required for the following Quarry Location and Primary Name of granite:

Barre, Vermont – Barre Gray Granite

Elberton, Georgia – Elberton Granite
PART 2 - PRODUCTS

2.1 MATERIALS

A.
Source of Supply

1.
All granite shall be obtained from quarries within the United States of America, having adequate capacity and facilities to meet the specified requirements.  Cutting and finishing shall be done by a manufacturer equipped to process the material promptly, in order and in strict accordance with these specifications.  Evidence to this effect shall be provided by the contractor to Memorial Programs Service, Program Support Unit (41A1B) if requested.

B.
Granite Material

1.
Granite shall conform to the definition of granite as defined by ASTM C119.  Granite provided under this contract shall be standard grade, fine grained material as classified by the National Building Granite Quarries Association.  It shall be free of cracks, seams or starts which may impair its integrity or readability of the inscription.  Niche covers containing two or more feldspar phenocrysts which exceed 6mm in any direction, shall be rejected.

C.
Granite Color

1.
Granite shall be a uniform shade of light gray color of N6 or higher as judged against the Munsell Neutral Value Scale, Matte (31 - step scale).

2.2 Manufacture

A.
Dimension Tolerances:
1.
Niche covers shall conform to the dimensions shown on drawing 


NCA A-BNC-1.

2.
Each surface shall be parallel to its counterpart and perpendicular within 0.5 degree to its contiguous surfaces.  Dimension tolerances are:

a.
width  --  plus or minus 1/16 inch

b.
height  --  plus or minus 1/16 inch

c.
thickness  --  plus or minus 1/16 inch

d.
surface deviation from a true plane  --  plus or minus 1/16 inch
e.
hole placement  --  the location of the holes shall be perpendicular to the adjoining holes, with the center to center spacing 8 3/4” width and 13 1/4” height.  The center of the holes shall be no more than 1/32 in any direction away from the corners of the identified 8 3/4” x 13 1/4” rectangle.

B.
Finish

1.
The face of each niche cover shall be machine 80 grit honed with a finishing stone to produce a smooth satin finish, free of scratches, saw marks, rust spots and skips. The back face of the niche covers can be sawn finished or better.  All edges, of the front, back and corners shall be smooth sawn and finished with a clean 1/16 inch to 1/8 inch aris (eased edge).  Four holes are to be core drilled in each cover as shown on drawing  NCA A-BNC-1.  The holes must be perpendicular to the face of the cover.  The holes shall have smooth side walls, with one centerline and no visible change in the side wall from drilling the hole from opposite faces.

2.
Workmanship


Each niche cover shall be free from defects in workmanship.  Spalls, chips, cracks, open seams, or abraded edges, will not be permitted and the repair or patching of any such defects is prohibited and will be cause for rejection.  The covers shall be free of ink, oil, crayon marks, dirt, coatings, sealers and stone dust.  Workmanship quality shall be in accordance with industry standards and practices.
2.2 NICHE COVER ATTACHMENT hardware
PART 3 - EXECUTION

3.1 INSPECTION

A.
All materials shall be inspected prior to installation to insure compliance with the contract documents and to insure there is no damage.  Should conditions be different from those indicated on the contract documents, contractor should immediately notify the Resident Engineer/COTR.

3.2 INSTALLATION

A.
See Section 03 48 24: PRECAST CONCRETE COLUMBARIUM UNITS

3.3 CLEAN UP

A.
Clean up area of excess material and debris.  Clean visible portions of all covers.
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