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SECTION 23 55 33
FUEL-FIRED UNIT HEATERS

SPEC WRITER NOTES: 

1.
Use this section only for NCA projects.

2.
Delete between //---// if not applicable to project. Also delete any other item or paragraph not applicable in the section and renumber the paragraphs.

3.
The spec writer shall review the Physical Security Design Manual for VA Facilities to determine and include any Life Safety requirements called out.

PART 1 - GENERAL

1.1 DESCRIPTION

A.
This Section includes gas-fired unit heaters.

1.2 RELATED WORK 

A.
Section 23 05 11, COMMON WORK RESULTS FOR HVAC: General mechanical requirements and items, which are common to more than one section of Division 23. 

1.3 QUALITY ASSURANCE 

A.
Refer to specification Section 23 05 11, COMMON WORK RESULTS FOR HVAC. 

1.4 SUBMITTALS 

A.
Submit in accordance with specification Section 01 33 23, SHOP DRAWINGS, PRODUCT DATA, AND SAMPLES 

B.
Product Data:  Include rated capacities, operating characteristics, furnished specialties, and accessories for each type of product indicated.

1.5 APPLICABLE PUBLICATIONS 

A.
The publications listed below form a part of this specification to the extent referenced. The publications are referenced in the text by the basic designation only. 

B.
National Fire Protection Association (NFPA): 

54‑2002
National Fuel Gas Code 

PART 2 - PRODUCTS

2.1 GAS-FIRED UNIT HEATERS

A.
Description:  Factory assembled, piped, and wired, and complying with ANSI Z83.8/CSA 2.6.

B.
Fuel Type:  Design burner for natural gas having characteristics same as those of gas available at Project site.

C.
Type of Venting:  //Gravity//Powered//Separated combustion, power// vented.

D.
Housing:  Steel, with integral draft hood and inserts for suspension mounting rods.

1.
External Casings and Cabinets:  Baked enamel over corrosion-resistant-treated surface.

2.
Suspension Attachments:  Reinforce suspension attachments at connection to fuel-fired unit heaters.

a.
//Seismic Fabrication Requirements:  Fabricate suspension attachments of fuel-fired unit heaters, accessories mountings, and components with reinforcement strong enough to withstand seismic forces.//
E.
Heat Exchanger:  Stainless steel.

F.
Burner Material:  Stainless steel.

G.
Unit Fan:  Aluminum propeller blades riveted to heavy-gage steel spider bolted to cast-iron hub, dynamically balanced, and resiliently mounted.

1.
Fan-Blade Guard:  Galvanized steel, complying with OSHA specifications, removable for maintenance.

2.
General requirements for motors are specified in Section 23 05 12 General Motor Requirements for HVAC Equipment.
a.
Motors:  Totally enclosed with internal thermal-overload protection.
H.
Controls:  Regulated redundant gas valve containing pilot solenoid valve, electric gas valve, pilot filter, pressure regulator, pilot shutoff, and manual shutoff all in one body.

1.
Gas Control Valve:  Modulating.

2.
Ignition:  Electronically controlled electric spark with flame sensor.

3.
Fan Thermal Switch:  Operates fan on heat-exchanger temperature.

4.
Vent Flow Verification:  Flame rollout switch.

5.
Control transformer.

6.
High Limit:  Thermal switch or fuse to stop burner.

7.
Thermostat:  2-stage, wall-mounting type with fan on switch.

I.
Discharge Louvers:  Independently adjustable horizontal blades.

J.
//Accessories:

1.
Vertical discharge louvers.

2.
Summer fan switch.

3.
Unit-mounted thermostat bracket.

4.
Power Venter:  Centrifugal aluminized-steel fan, with stainless-steel shaft; 120-V ac motor.

5.
Concentric, Terminal Vent Assembly:  Combined combustion-air inlet and power-vent outlet with wall or roof caps.  Include adapter assembly for connection to inlet and outlet pipes, and flashing for wall or roof penetration.//
PART 3 - EXECUTION

3.1 INSTALLATION

A.
Install and connect gas-fired unit heaters and associated fuel and vent features and systems according to NFPA 54, applicable local codes and regulations, and manufacturer's written installation instructions.

B.
Suspended Units:  Suspend from substrate using threaded rods, spring hangers, and building attachments.  Secure rods to unit hanger attachments.  Adjust hangers so unit is level and plumb.

3.2 CONNECTIONS

A.
Install piping adjacent to fuel-fired unit heater to allow service and maintenance.

B.
Gas Piping:  Comply with Section 23 11 23 Facility Natural-Gas Piping. Connect gas piping to gas train inlet; provide union with enough clearance for burner removal and service.

C.
Ground electric convection heating units according to Section 26 05 26 Grounding and Bonding for Electrical Systems.

D.
Connect wiring according to Section 26 05 21 Low-Voltage Electrical Power Conductors and Cables.

3.3 FIELD QUALITY CONTROL

A.
Tests and Inspections:

1.
Test and adjust controls and safeties.  Replace damaged and malfunctioning controls and equipment.

2.
Verify bearing lubrication.

3.
Verify proper motor rotation.

B.
Remove and replace malfunctioning units and retest as specified above.

3.4 ADJUSTING
A.
Adjust initial temperature set points.

B.
Adjust burner and other unit components for optimum heating performance and efficiency.
- - - END - - -
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