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SEE GENERAL

NOTE #2
HEAD VARIES

SEE GENERAL

NOTE 1
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SECTION A (HEAD SIMILAR)
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OPENING IN

JAMB FOR

VOICE

TRANSMISSION

CLASS III

BULLET

RESISTIVE

GLASS

GENERAL NOTES:

1.

2.

4" [102mm] OR 6" [152mm] SOLID CMU WALL w/ GYP. WALLBOARD BOTH SIDES.
MASONRY WALL IS TO EXTEND TO CEILING, ABOVE CEILING EITHER A MASONRY OR GYPSUM
WALLBOARD PARTITION MUST EXTEND TO UNDERSIDE OF SLAB ABOVE AROUND ENTIRE

INTERIOR PHARMACY WALL. WHERE MASONRY CONSTRUCTION IS NOT FEASIBLE, PLASTIC OR
LAMINATED GLASS PRODUCTS WHICH PROVIDE THE ACCEPTABLE LEVEL OF PROTECTION MAY

BE USED.

PROVIDE AN INTERLOCK ON PACKAGE TRANSFER DOORS SO THAT BOTH DOORS CANNOT BE

OPEN AT THE SAME TIME.

MATCH DOOR

HEIGHTS

PACKAGE TRANSFER

PHARMACY SERVICE WINDOW AND

#
NTS

B

B

A A

SCALE : 

CAD DETAIL NO.: DATE ISSUED: 

DETAIL TITLE / PHARMACY SERVICE WINDOW
AND PACKAGE TRANSFER
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