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6"

[150mm]

36"

[900mm]

66" [1680mm]

1" [25mm]
42"

[1050mm]

36"

[900mm]

1"

[25mm]

1"

[25mm]

34"

[864mm]

34"

[864mm]

18"

[450mm]

MIN PG-18-13
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2" MIN.

[50mm]

SECTION A

1/2" [13mm] DIA. HANGERS
ANCHORED TO STRUCTURE

ABOVE

LATERALLY BRACE

SUSPENDED CHANNEL TO

WALL OR STRUCTURE

ABOVE

SUSPENDED CEILING

PER FINISH SCHEDULE.

3/8" [10mm] STUD BOLT

MTL TOILET PARTITION

PILASTER W/CORE
AS SPECIFIED

TOP OF TOILET

PARTITION. SEE

MFGR'S DETAIL

METAL

CLIP

 LC

GRAB BARS AT ALL PUBLIC

& PATIENT TOILETS

WHERE SOFFIT

OCCURS.

WALL FRAMING

STEEL CHANNEL (SIZE
FOR SPAN AS REQ'D.)

FRONT TRANSFER STANDARD

6
0
"

[
1
5
0
0
m
m
]

NOTES:

A/E SHALL LOCATE GRAB BARS AND TOILET
ACCESSORIES IN ACCORDANCE WITH CHAPTER 6 OF

THE ADA-ABA ACCESSIBILITY STANDARD.

VA BARRIER FREE DESIGN GUIDE PG-18-13

SPECIFIES LARGER WHEELCHAIR ACCESSIBLE STALLS

AND FRONT TRANSFER (AMBULATORY ACCESSIBLE)
STALLS THAN REQUIRED BY ADA-ABAAS. GRAB BARS

ARE REQUIRED IN ALL TOILET STALLS, NOT JUST
ACCESSIBLE STALLS.

 LC

18"

[450mm]

CEILING MOUNTED

TOILET PARTITIONS

1
2
"

[
3
0
0
m
m
]
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