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NTS

STEAM LINE

PROVIDE TWO "U" BOLTS

WITH NUT & LOCK NUT

ON STEAM LINE. SPOT

WELD "U" BOLT TO PIPE

& BOLT TO CHANNEL.

SIZE OF STEAM LINE

GOVERNS SIZE OF

CHANNEL.

CONDENSATE

RETURN LINE

PROVIDE ONE "U" BOLT

WITH NUT & LOCK NUT

ON RETURN LINE. SPOT

WELD "U" BOLT TO PIPE

& BOLT TO CHANNEL

CHANNEL TO BE SET IN

SIDE WALL OF TRENCH.

CONCRETE TRENCH

PLAN VIEW

SIZE OF PIPE

INCH [mm]

SCHEDULE

SIZE OF "U" BOLT

INCH [mm]

SIZE OF CHANNEL

INCH [mm]

SCHEDULE FOR 8 FT. [2.4m] SPAN OR LESS.

1 - 2 [25 - 50] 3/8 [10] DIA. 6 x 10.5 [150x265]

2-1/2 - 5 [65 - 125] 1/2 [15] DIA. 8 x 13.75 [200x345]

6 - 8 [150 - 200] 3/4 [20] DIA. 10 x 20 [250x500]
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