
#
NTS

EXHAUST STACK DETAIL
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EXHAUST

FAN

TRANSITION

(AS REQUIRED)

DRIP LIP

GUY WIRE (4 REQUIRED)

1" [25mm] GALVANIZED
STEEL STRAP SECURED

TO EXHAUST STACK

WELDED STAINLESS STEEL

EXHAUST STACK

WELDED

JOINT

SECURE GUY

WIRE TO

ROOF (TYP.)

DRAIN,

1/2"
[15mm]
WELDED
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SIZE TO MAINTAIN 3500 FPM

[17.8 M/S] OUTLET VELOCITY 1
5
°

BLANK PLATE

SCALE : 

CAD DETAIL NO.: DATE ISSUED: 

DETAIL TITLE / EXHAUST STACK DETAIL

SD233100-16.DWGDECEMBER 2008

NONE

DESIGNER'S NOTE:

1.

2.

10 FEET MINIMUM HEIGHT IS SHOWN.  INCREASE THE HEIGHT, AS

REQUIRED, TO COMPLY WITH THE RECOMMENDATIONS OF THE
DISPERSION ANALYSIS.

USE THIS DETAIL FOR FUME HOODS,BIOLOGICAL SAFETY CABINETS,
ISOLATION ROOM EXHAUST AND ANY OTHER APPLICABLE AREA.
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