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SEISMIC OR EXPANSION STRUCTURAL MEMBER
EXPANSION FITTING JOINT. FIELD VERIFY (BEAM, JOIST, ETC.), TYP.
WITH BONDING JUMPER ACTUAL CONDITIONS &
FLOOR OR ROOF LOCATIONS. STEEL EXPANSION
STRUCTURE. FIELD VERIFY ANCHOR
ACTUAL CONDITIONS, TYP. 7
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CONDUIT
TRAPEZE PER INSULATING
SD260533—03, BUSHING
TYP.
CONDUIT, HEAD
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BEAM
914mm CLAMP JUNCTION BOX, TYP
-0 MAX 1 TP

(SIZE AS REQUIRED)

SPRING NUT INTEGRAL GALVANIZED

LIPPED STEEL
MOUNTING CHANNEL

JUNCTION BOX
(SIZE AS REQUIRED)

CONDUIT FITTING
PROVIDE EXTRA CABLE TO

MAKE COMPLETE LOOP
AROUND BOX PERIMETER

GENERAL NOTES:
1. INSTALLATION IS ACCEPTABLE ALTERNATE TO DETAIL SD260533-01.

2. INSTALLATION IS REQUIRED FOR CONDUIT 76mm (3”) AND LARGER.
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