9" [225mm] DIA. TWO-PIECE NICKEL BRONZE FLASHING STRAINER (FLUSH WITH FINISHED FLOOR)

SEAMLESS VINYL FLOORING

FLASHING MEMBRANE, MIN. 24" [600mm] SQUARE 2 1/2 LB. [1.1kg] TO 4 LB. [1.8kg] LEAD OR 16 OZ. [453g] COPPER

FLASHING PAN

LOOSE GRAVEL AT WEEP HOLES

FLASHING COLLAR WITH WEEP HOLES

CAULKED, NO-HUB OR THREADED CONNECTION

PROVIDE A METAL SUPPORT PLATE WHEN DRAIN IS INSTALLED IN AN EXISTING FLOOR—CAULK AROUND DRAIN PRIOR TO RE-GROUTING

NOTES:
1. SLOPE MEMBRANE LINER 2% TO DRAIN.
2. PROVIDE FLASHING MEMBRANE WHEN DRAIN IS INSTALLED IN A NON-MEMBRANE FLOOR.

TYPE "F" FLOOR DRAIN DETAIL

DETAIL TITLE / TYPE "F" FLOOR DRAIN DETAIL

SCALE: NONE

DATE ISSUED: JULY 2014

CAD DETAIL NO.: SD221300-05.DWG