P-519 SCRUB SINK – SINGLE COMPARTMENT

LOCATION OF SENSOR

1. SINGLE SCRUB SINK
2. ELECTRONIC SENSOR
3. GOOSENECK FAUCET – SURGICAL BED
4. LAMINAR FLOW CONTROL
5. CONTROL MODULE
6. MIXING VALVE
7. SOLENOID VALVE
8. TRANSFORMER

FACE OF WALL
POSITION OF SOAP DISPENSER (IF SPECIFIED)

ACCESS PANEL REMOVED FOR CLARITY

REMovable ACCESS PANEL

Z-CUP

4" x 6" [100x150mm] AREA NON-SOUND DEADENED

0.25" [6mm] TURN FASTNERS (2 PLACES)

OUTLINE OF BODY
Q. OF UNIT

1" [25mm] OPENINGS ANCHORING

3" [75mm] OPENINGS FOR SUPPLY CONNECTIONS

ALT. LOCATION OF MIXING VALVE

ACCESS PANEL REMOVED FOR CLARITY

3" x 3" [75x75mm] OPENING FOR DRAIN

110VAC 60 Hz 15A OUTLET BY OTHER

NOTE: SCALE: NONE

DATE ISSUED: FEBRUARY 2017   CADD DETAIL NO.: SD224000-10