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TYPICAL MANUAL AIR VENT

TYPICAL CHILLED AND HOT WATER

PIPING DRAIN VALVE CONNECTIONS

ELEVATION

THREADED PIPING

ELEVATION

WELDED PIPING

TYPICAL WATER PIPING

REDUCER, IF REQUIRED

3/4" [20mm] BALL VALVE

ADAPTER TO 3/4" [20mm] HOSE
THREAD-PROVIDE HOSE CAP NUT

NOTES:
1. DRAIN ALL LOW POINTS AS INDICATED ABOVE.

2. WHERE SCALE POCKETS ARE SHOWN ON PIPE RISER DIAGRAMS

AND/OR PLANS LOCATE DRAIN AT BOTTOM OF SCALE POCKET.

AIR VENT

1/2" [15mm]
BALL VALVE

1/4" [8mm]
COPPER TUBING

1/2" [15mm] x 4" [100mm]
NIPPLE

CIRCULATING WATER PIPING

ELEVATION

NOTES:
1. VENT ALL HIGH POINTS INDICATED ABOVE.

2. IF AUTOMATIC AIR VENTS ARE USED, PIPE DISCHARGE TO DRAIN.

DRAIN VALVE AND AIR VENT CONNECTIONS

(HYDRONIC SYSTEMS)

MV 

OR

AV

SCALE : 

CADD DETAIL NO. : DATE ISSUED : 

DETAIL TITLE / DRAIN VALVE AND AIR VENT CONNECTIONS 

(HYDRONIC SYSTEMS)

SD232113-07.DWGDECEMBER 2008

NONE

DESIGNER'S NOTE:
SHOW SCALE POCKETS ON MAJOR CIRCULATING WATER PIPING RISER

DIAGRAMS AND/OR PLANS.
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