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DUCT RISER SUPPORTS

NOTE:

ALL DUCT WORK RISERS WHICH ARE RUN EXPOSED, SUCH AS THRU ATTIC FLOORS

AND FAN ROOM FLOORS SHALL BE PROVIDED WITH A 3" [75mm] HIGH CONCRETE
CURB AROUND OPENING FOR DUCT.

SEAL HOLE WITH FIREPROOFING

MATERIAL AFTER DUCT INSTALLATION

2"x2"x1/4" [50x50x6mm]
ANGLE INSTALL ON BOTH LONG

DIMENSION SIDES OF DUCT.

DUCT RISER - SEE FLOOR

PLANS FOR DETAILS

SEAL HOLE WITH FIREPROOFING

MATERIAL AFTER DUCT INSTALLATION

FLOOR

EXTEND ANGLE 3"

[75mm] BEYOND DUCT

DUCT RISER - SEE FLOOR

PLANS FOR SIZES SHEET METAL SCREWS 4"

[100mm] ON CENTER

1 1/2"x1 1/2"x1/8" [40x40x3mm]
ANGLE INSTALL ON BOTH LONG

DIMENSION SIDES OF DUCT. FOR

DUCTS OVER 60" [1500mm] USE
2"x2"x1/8" [50x50x3mm] ANGLE.

HOLE IN STRUCTURAL FLOOR

DUCT RISER

0.5 INCH WG [125Pa] TO 2 INCHES WG [500Pa] DUCT RISER SUPPORT

ARRANGE RISER SO

REINFORCER TRANSVERSE JOINT

IS AT RISER SUPPORT POINT

FLOOR

2 INCHES WG [500Pa] TO 4 INCHES WG [1000Pa] DUCT RISER SUPPORT

HOLE IN STRUCTURAL FLOOR

DUCT RISER

SCALE : 

CAD DETAIL NO.: DATE ISSUED: 

DETAIL TITLE / DUCT RISER SUPPORTS
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NONE

DESIGNER'S NOTE:

INDICATE ON DRAWING THE DUCT PRESSURE CLASS 2" WG [500Pa] WG, 3" WG
[750Pa] OR 4" WG [100OPa].
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